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CLIO 2
KANGOO
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fitted with F4P - F4R - K4J - K4M engines

See list on next page

● Engine:
● Gearbox:

17B

Cancels and replaces Technical Note no. 4211A dated APRIL 2002.
Amendments: extension of vehicle fabrication cut-offs and types.
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XXX

Basic manual: 
Technical Note: 3585A
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vehicles are constructed."
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LIST OF VEHICLES LIKELY TO BE AFFECTED

Vehicle Type from to

CLIO 2 BB0P

BB1D

BB1L

BB13

BB14
CB0P

CB1D

CB1G
CB1L

CB1N

CB1T
CB13
CB14
CB15
LB1B

F021001
W030000
Y004659
F000002
W000009
Y000006
F000006
W000009
Y000004
F000001
W000001
F000001
F260000
W025000
Y000766
F000003
W000007
Y000004
K000004
F000002
W000006
Y000004
K000027
Y000002
K000040
F000001
F000001
K021000
L000002

F326863
W411687
Y120840
F326876
W411654
Y120835
F326862
W411685
Y120833
F326400
W411662
F318187
F328669
W080924
Y099018
F328663
W080919
Y098895
K032683
F328533
W080853
Y099017
K032691
Y073414
K032566
F303691
F325594
K032478
L000002

KANGOO FC0L
FC0P
FC0R
FC0S
KC0L
KC0P
KC0R
KC0S

U267523
U000005
L000003
U000001
U260001
U000009
L000001
U000001

U267523
U332995
L000003
U332955
U329607
U334463
L000006
U334455

MEGANE BA0B
BA1A
BA1H
BA1J
BA1R
DA0B
DA0C
DA1H
DA1J
DA1S

E039934
E280089
E000003
E000001
E000001
E030299
E000001
E000004
E000001
E000001

E411468
E410185
E411616
E411630
E411447
E315788
E315780
E315521
E315839
E315594

Vehicle Type from to

MEGANE DA13
EA0B
EA0C
EA1H
EA1J
EA1S
EA13
KA0B
KA1A
KA1H
KA1J
KA1R
KA11
LA0B
LA04
LA1A
LA1D
LA1H
LA1J
LA1R
LA11
LA12

E000001
K027011
K000001
K000354
K000656
K000001
K286562
R027476
R021416
R000001
R000001
R000001
R260013
E026984
R042821
E260006
L000026
E000005
E000001
E000003
R260001
R260000

E309457
K292663
K293849
K293839
K293850
K293797
K286681
R339970
R339992
R340073
R340063
R339677
R260013
E351422
R047024
E350645
L000033
E352161
E352423
E352232
R306001
R260000

SCENIC JA0B

JA0C

JA0D

JA1A

JA1D
JA1H

JA1J

JA1R

JA1S

JA10
JA11
JA12
JA13

DA00023
D300001
DA00077
D012279
DA00021
D260013
DA00316
D260127
J007766
DA00211
D000101
DA00008
D000001
DA00105
D000001
DA00036
D000001
D000162
D000003
D900638
DA00039
D000004

DA35021
D999929
DA35046
D999976
DA33486
D999913
DA35032
D999935
J009959
DA34537
D999952
DA35103
D999981
DA35057
D999977
DA34910
D999871
D000162
D968834
D902021
DA33503
D999949
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TECHNICAL INFORMATION

Customer complaint
– Engine difficult to start and/or engine stalls.
– Lack of power.
– Unstable engine speed.

Possible cause
– Injection computer programming.

Fault finding
– Confirm the customer complaint.
– Diagnostic tool displays the following fault code(s):

– DF002 01.DEF
– DF002 03.DEF
– DF254 01.DEF

Description of the operation
– Reprogram the injection computer following 

Technical Note 3585A.
Note: at the end of injection computer 
reprogramming, note the codecal.

– Carry out a road test in order to reinitialise engine 
programming.

CLAIM COMPLETION AND CODING

When to take action
– Upon receipt of a customer complaint.

Tooling required
– CLIP installed with the latest update: tool 

CD version no. 37 or later.
– 1 reprogramming CD version no. 16 Part 

No.: 77 11 298 859 or later or access to the NRE 
application (new electronic reprogramming) on 
Renault.net.
Note: the latest edition of this part number contains 
all previous reprogramming.

Time required

Codification procedures

● With PG&CS
– Catalogue function:

– Opecod cause:             0406

● Without PG&CS
– NITG code:             M4BR

● With or without PG&CS
– Supplier code:             050
– Customer complaint code:    7A, 7C, 7D, 7F, 7M

Code Description Time

0406 Reprogramming petrol 
injection type 2

0.4

0129 Basic road test 0.5

TOTAL 0.9

Description Code

Injection computer (reprogramming) 820
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