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Changing the bulbs in the headlights

Procedure for changing the bulbs in the headlights on the Clio Il phase II.
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HEADLIGHTS
Headlights: Replacing 80 B

Tightening torque @
headlight mounting bolts 4 Nm
wheel bolts 90 Nm

REMOVAL

Position the vehicle on a two-post lift.

Disconnect the battery, starting with the negative
terminal.

20885
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Remove:
— clips (2),

Remove:
— the wheels,
— bumper lower mounting bolts (1).

Remove upper radiator grille clips (4).
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HEADLIGHTS
Headlights: Replacing 80 B

Unclip the bumper on both sides (5). Remove the bulbs.

Partially remove the bumper.
REFITTING

Disconnect the foglight connectors.

To refit, proceed in the reverse order to removal.

Tighten to torque:
— the headlight mounting bolts (4 Nm),
— the wheel bolts (90 Nm).

WARNING
Connect the battery starting with the negative

terminal, and carry out the necessary programming
,W_\NK (see 80A, Battery: Removal/Refitting).
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— ensure that the vehicle is empty with a full tank if
possible,
— position adjuster (7) in a vertical position as shown
- above,
20887 — turn screw (7) to adjust the height of the beam,
— turn screw (8) to adjust the direction of the beam.

Remove:
— headlight mounting bolts (6),
— the headlight.

Disconnect the lens unit connectors.
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