TECHNICAL NOTE GREEN
EDITION ANGLAISE

NOVEMBER 2000 4046 A
77 11 299 482

Service 0429

Type S/Section

ALL TYPES [ox x

fitted with close-contact head restraint

01 | DIFFICULTY IN ADJUSTING HEIGHT OF HEAD RESTRAINT

- Engine: XXX Basic manual:
- Gearbox:  xxx Technical Note 488A

INFORMATION

UNDER NO CIRCUMSTANCES SHOULD
ANY GREASING AGENT BE USED ON THE RODS OF THE HEAD RESTRAINT

This Technical Note concerns:
— the workshop,
— NV preparation.

CUSTOMER COMPLAINT

— Difficulty in adjusting the height of the head restraint.

Recommended method

RAISING OR LOWERING THE HEAD RESTRAINT

— Pull the head restraint forwards (A) (Fig. 1) whilst
sliding it at the same time (B) (Fig. 1).

12X16R

A and B Direction of movements

"The repair methods given by the manufacturer in this document are based on the All copyrights reserved by Renault.
technical specifications current when it was prepared.

Copying or translating, in part or in full, of this document or use of the service part
The methods may be modified as a result of changes introduced by the manufacturer reference numbering system is forbidden without the prior written authority of Renault.
in the production of the various component units and accessories from which his
vehicles are constructed.”
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